
•	 ASME A112.18.1
•	 CSA B125.1

Model: IS102-

DESCRIPTION

SPEC SHEET

For questions call us at 1-855 472 4304 or visit our website at www.inolav.com

•	 Handle limit stop
•	 Pressure balance ceramic cartidge - limited lifetime 

warranty
•	 Service stops
•	 Built-in ceramic diverter for two individual functions
•	 1/2” NPT-MIP connections
•	 Max water pressure up to 145psi
•	 Flow rate up to 5.4 gpm @ 60 psi (Up)
•	 Flow rate up to 5.5 gpm @ 60 psi (Down)
•	 Recommended hot water temp. : 120 - 140°F
•	 Max. hot water temp.: 176°F

U PC

®C

 61
8" 

 43
4" 

 12" NPT - MIP  12" NPT - MIP 

 12" NPT - MIP 

 12" NPT - MIP 

 51
2" 

 45
16" 

 67
8" 

 1   " max 

 21
2" - 3" 

Finished Wall

Finished Wall

5
8 

 61
8" 

 43
4" 

 12" NPT - MIP  12" NPT - MIP 

 12" NPT - MIP 

 12" NPT - MIP 

 51
2" 

 45
16" 

 67
8" 

 1   " max 

 21
2" - 3" 

Finished Wall

Finished Wall

5
8 

COMPLIANCE

•	 Polished chrome (00)
•	 Brushed nickel (20)

AVAILABLE FINISHES

Two Way Pressure Balance Rough Valve with Diverter


