
•	 NSF/ANSI 61
•	 ASME A112.18.1
•	 CSA B125.1

Model: IF4005 

DESCRIPTION

SPEC SHEET

For questions call us at 1-855 472 4304 or visit our website at www.inolav.com

•	 Single hole installation
•	 Kerox  ceramic cartidge - limited lifetime warranty
•	 Neoperl aerator 
•	 Flow rate1.5 gpm @ 60 psi
•	 Supply lines 3/8” Comp.
•	 Solid brass construction
•	 Pop up drain sold separately
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(hot)

Supply valve
(cold)

Wrench
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Hot water line

Cold water line

STEP 1
Screw waterlines into corresponding line 
connectors of faucet body. Make sure 
o-ring goes into the line connector. Do not 
over tighten. 

STEP 2

STEP 3
Screw water lines into corresponding 
water supply lines in the wall using a 5/8” 
wrench. Do not over tighten. Check for 
leakage.
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IF4005 Spec sheet
Single handle vessel faucet.
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Secure faucet to counter top or basin using 
the mounting kit as described in the figure. 
1-Insert faucet o-ring into groove of faucet 
body and insert threaded tube into faucet 
hole. 2-Align rubber and steel washer, and  
screw nut assembly by hand all the way
up. 3-Using a phillips screw driver, tighten 
the nut assembly.
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COMPLIANCE

•	 Polished chrome (00)
•	 Brushed Gold (05)
•	 Brushed nickel (20)
•	 Matte black (25)

AVAILABLE FINISHES

NELSON - Single handle vessel Faucet


